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DATE: Tuesday, January 24, 2006 

Hide? T.T~ Query _~ ^ 

Name ^ ^ Count 

DB=PGPB.USPT; PLUR=YES; OP=OR 

n L35 L34 and @pd> 20050707 26 

n L34 L33orL32 308 

n L33 (copper adj2 smooth$) and polyimide and ("peel strength" or "peeling strength") 39 

n L32 L31orL27 280 

n L31 L30notL27 73 

n L30 (copper adj3 (layer or film or coating)) and L29 ' 87 

n L29 L24 and ((copper adj3 (sputterS or pvd or (vapor adj 1 deposits)))) 97 

□ L28 L24 and ((copper adj4 (sputterS or pvd or (vapor adj 1 deposits)))) 1 1 8 
n L27 L23orL26 207 
n L26 pctandL25 39 

□ L25 L10andL24 391 

n L24 (polyimide and copper and "peel strength") 1577 

n L23 L22orL21 176 

n L22 ((polyimide same verticals) and copper and "peel strength") 32 

n L21 L20orL17 149 

O L20 L19notL17 20 

n L19 (P°^y^"^^^® ^PP®"^ "P®®^ strength" and ((electrolyS or electroplS) same ^-i 
verticals)) 

n T 1 8 (polyimide and copper and "peel strength" and (electrolyS or electroplS) and , ^_ 
verticals) 

n L17 LllorL9 129 

□ L16 L12notL15 40 

□ L15 L14orL13 35 
n LI 4 electroplaSandL12 24 
n LI 3 electrolyS and L12 27 

□ L12 LllnotL9 75 
n Ll 1 (polyimide and copper and "peel strength" and (protrusion or protuberance)) 79 

(428/612 or 428/626 or 428/674 or 428/687 or 428/220 or 428/332 or 428/457 

n LIO or 428/458 or 428/473.5 or 428/934 or 428/935 or 205/1 1 1 or 205/182 or 16079 

205/186 or 205/183 or 205/187 or 205/238 or 205/239 or 205/29 1)![CCLS] 

n L9 L7orL6 54 



http://westbrs:9000^in/cgi-bin/srchhist.pl?state=4oshca.37.21&f=£fsearch&userid=mlavilla 1/24/06 



S(5arch History Transcript 



Page 2 of 2 



(47312871 51588311 5741598| 6129982| 6217996| 6548180| 6555238] 6699572| 
67050071 20010010860)! [pn] 

(polyimide and copper and "peel strength" and (protrusion or 



protuberance)).clm. 

n L6 (polyimide and copper and "peel strength").clm. 54 
DB^EPAB.JPAB,DWPI; PLUR=YES; OP=OR 

□ L5 LlnotL3 76 

□ L4 L3notL2 11 

□ L3 electrolytS and LI 13 

□ L2 protrusion and LI 4 

□ LI polyimide and copper and "peel strength" 89 
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